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Malleable Iron and Bronze

Fittings, Cast Iron, Ductile Iron, Malleable Iron and Bronze

See General Information for Fittings, Cast Iron, Ductile Iron, Malleable Iron and Bronze

AALBERTS INTEGRATED PIPING SYSTEMS APAC INC EX4720
295 SEC 3 WANDAN RD
WANDAN TOWNSHIP
PINGTUNG HSIEN, 913 TAIWAN
Ductile Iron Fittings (ANSI/ASME B16.3)
Fittings fabricated with dimensional specifications in accordance with ANSI/ASME B16.3
Rated
Pressure,
Model Configuration Size, In. psig
811 90° Elbow 1/2,3/4,1,1-1/4,1-1/2, 2, 2-1/2 300
812 Reducing 90° | 3/4x1/2, 1x3/4, 1x1/2, 1-1/4x1, 1-1/4x3/4, 1-1/4x1/2, 1-1/2x1-1/4, 1-1/2x1/2, 1- | 300
Elbows 1/2x1, 1-1/2x3/4, 2x1-1/2, 2x1, 2x3/4, 2-1/2x2
813 45° Elbows 1/2,3/4,1,1-1/4,1-1/2, 2, 2-1/2 300
814 Straight Tees | 1/2,3/4,1,1-1/4,1-1/2, 2, 2-1/2 300
815 Reducing 3/4x3/4x1/2, 1x1x3/4, 1x1x1/2, 1x3/4x1,1x3/4x3/4, 1x3/4x1/2, 1x1/2x1, 1- 300
Tees 1/4x1-1/4x1, 1-1/4x1-1/4x3/4, 1-1/4x1-1/4x1/2, 1-1/4x1-1/4x1-1/2, 1-1/4x1-
1/4x2 1-1/4x1x1-1/4, 1-1/4x1x1, 1-1/4x1x3/4, 1-1/4x1x1/2, 1x1x1-1/4, 1-1/2x1-
1/2x1-1/4, 1-1/2x1-1/2x3/4, 1-1/2x1-1/2x1/2, 1-1/2x1-1/2x1 1-1/2x1-1/4 x1-
1/2, 1-1/2x1-1/4x1, 1-1/2x1-1/4x3/4, 1-1/2x1-1/4x1/2, 1-1/2x1x1-1/2, 1-
1/2x1x1, 1-1/2x1x3/4, 1-1/2x1x1/2, 1x1x1-1/2, 1-1/2x1-1/2x1-1/2, 2x2x1-1/2,
2x2x1-1/4, 2x2x1, 2x2x3/4, 2x2x1/2, 2x1-1/2x2, 2x1-1/2x1, 2x1-1/2x3/4, 2x1-
1/2x1/2, 2x1-1/2x1-1/2, 2x1-1/4x2, 2x1x2, 1-1/2x1-1/2x2, 1-1/2x1-1/4x2, 2-
1/2x2x3/4, 2x2x2-1/2
816 Reducing 1x3/4, 1x1/2, 1-1/4x3/4, 1-1/4x1, 1-1/2x1, 1-1/2x1-1/4, 2x1, 2x1-1/4, 2x1-1/2 300
Couplings
817 Cross 1, 1-1/4, 1-1/2, 2, 1-1/4x1, 1-1/2x1, 2x1 300
818 Straight 1/2,3/4,1,1-1/4,1-1/2, 2, 2-1/2 300
Couplings
819 Plug 1/2,3/4,1,1-1/4,1-1/2, 2 300
820 Caps 1/2,3/4,1,1-1/4,1-1/2, 2, 2-1/2 300
825 Extension 1/2x1-1/2, 1/2x2, 3/4x1-1/2, 3/4x2 300
Pieces (L)
825 Extension 1/2x1-1/2, 1/2x2, 3/4x1-1/2, 3/4x2 300
Pieces
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827 Hex Bushing | 2x1, 2x3/4, 2x1/2, 1x1/2, 1x3/4, 1-1/4x1, 1-1/2x1, 1-1/2x1-1/4, 2x1-1/4, 2x1-1/2 | 300

827 Facing 1-1/4x1; 1-1/2x1-1/4, 1-1/2x1; 2x1-1/2, 2x1-1/4 300
Bushing

831 Long Street 1x1/2, 1x1 300
Elbow

832 Long Street 1x1/2, 1x1 300
Tee
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